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Stroke 50mm  Z I M M E R  I N D U S T R I A L - S H O C K  A B S O R B E R
 WITH        -TIMES OF ENERGY ABSORBITION

2 x groove nut Ø60 
(will be included)

Piston reset time: 1,0 s
Reset power min.: 60 N
Reset power max.: 90 N
Weight: 2000 g

construction size/ energy absorption/ energy absorption/ stroke impact speed actual mass*
order number per stroke per hour  min  max max  min
 Nm Nm/h mm m/s kg
M45x1.5LSN 3000 -  50 2,0  4,0 1500  375
M45x1.5LMN 3000 -  50 0,4  2,5 37500  960

construction size/ energy absorption/ energy absorption/ stroke impact speed actual mass*
order number per stroke per hour  min  max max  min
 Nm Nm/h mm m/s kg
M45x1.5LS 1300 190.000 50 2,0  4,0 650  163
M45x1.5LM 1300 190.000 50 0,4  2,5 16250  416

Accessories

Emergency-
Stop

order number: MKM45x1.5L
cooler nut
Aluminium

order number: MAH45x1.5
arresting sleeve
stainless steel

order number:  
MKK45/MKS45

head
plastic/steel

50 stroke

order number:  MRA45x1.5
lock air adapter/

bolt pre-supporting

1xM5 
at choice lock air

50 stroke

*Actual mass as comparative value to conventional industrial shock absorber

Modifications reserved. 07/2006


